NORTH CAROLINA GEODETIC SURVEY

Claude T Bowers Building
4105 Reedy Creek Road
Raleigh, North Carolina 27607
(919)733-3836
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Project Information

Prepared By: Watson Ross

Project Name: 2016 LIiDAR Phase 4 QC

Sensor Info: GmMAPD Geiger-mode

Required Nominal Pulse Spacing: 0.35

Vendor Name: Harris

Units: US Survey Feet

Percent of Extent Tolerance: Extents Not Checked

Date of Aquisition:  Start: 2/27/2016  Finish: 4/17/2016

Metadata Information

Tile Index:
Filename: stanly_tiles.shp
Number of Polys: 0

Intensity:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: Not Specified

DEM:
Tile Index Attribute: Not Specified
Data Filename: Not Specified

Number of Data Files Matching Attribute: 2533 out of 2533

LAS:
Tile Index Attribute: las_tile
Data Filename: QL1

Number of Data Files Matching Attribute: 1890 out of 1890
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Tiled-Data Area
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NORTH CAROLINA GEODETIC SURVEY

ek D An
Rateian, 9.\.10;;;."32;8, ina 27607 - CompassTA'qYp
LIDAR Accuracy Assessment Summary
LC Type # of Points NVA VVA
LAS
2B 23 0.468
2H 43 0.758
2L 23 0.791
2M 21 0.770
2U 39 0.452
Total 149
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Units: US Survey Feet
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LAS

~ :
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.374

Maximum DZ: 0.446

Mean DZ: 0.133

Mean Magnitude DZ: 0.442
Number Observations: 62
Standard Deviation DZ: 0.194
RMSE Z: 0.234

95% Confidence Level Z: 0.458
(Units: US Survey Feet

Histogram

Frequency

0
0374 -0333 -0291 -025 -0209 -0.168 -0.127 -0.086 -0.045 -0004 0037 0078 0119 016 0201 0242 0283 0324 0365 0406 0447
Value

Min: -0.374

Max: 0.446
Number Of Bins: 20
Bin Interval: 0.041
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.434
Maximum DZ: 0.927

Mean DZ: 0.301

Mean Magnitude DZ: 0.577
Number Observations: 43
Standard Deviation DZ: 0.249
RMSE Z: 0.389

95th Percentile: 0.758

(Units: US Survey Feet

Histogram
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-0434 -0366 -02%8 -023 -0.162 -0093 -0025 0043 0111 0179 0247 0315 0383 0451 0519 0587 0655 0723 0791 0858 0927
Value
Min: -0.434
Max: 0.927

Number Of Bins: 20
Bin Interval: 0.068

Report for 2016 LIDAR Phase 4 QC
CompassTA 2.4.2.0 - 4/27/2018 11:17:58 AM



NORTH CAROLINA GEODETIC SURVEY e
«“"“’&
Claude T Bowers Building &
4105 Reedy Creek Road
Raleigh, North Carolina 27607
(919)733-3836

y
CompassA'QWp

Geodetic
Survey

LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -1.068
Maximum DZ: 0.791

Mean DZ: 0.229

Mean Magnitude DZ: 0.58
Number Observations: 23
Standard Deviation DZ: 0.37
RMSE Z: 0.428

95th Percentile: 0.791

(Units: US Survey Feet

Histogram

Frequency

Jl 1 1 1 1 1 1 1 l.I 1

0
-1.069 -0576 -0.883 -0.79 -0.697 -0.604 -0511 -0418 -0325 -0232 -0.139 -0.046 0047 014 0233 0326 0419 0512 0605 0698 0.791
Value

Min: -1.068

Max: 0.791
Number Of Bins: 20
Bin Interval: 0.093
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LAS (Continued)

~ :
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.282
Maximum DZ: 0.819

Mean DZ: 0.257

Mean Magnitude DZ: 0.541
Number Observations: 21
Standard Deviation DZ: 0.281
RMSE Z: 0.376

95th Percentile: 0.77

(Units: US Survey Feet

Histogram

Frequency

a A allann x

0
0282 -0227 -0172 -0.117 -0062 -0.007 0.048 0103 0158 0213 0269 0324 0379 0434 0489 0544 0599 0654 0709 0764 0819
Value

Min: -0.282

Max: 0.819
Number Of Bins: 20
Bin Interval: 0.055
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